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SCRAMBLER 1100 TRIBUTE PRO

Motore / Engine

Bicilindrico a L, distribuzione Desmodromica 2 valvole per cilindro, raffreddamento ad aria / L-Tw
Desmodromic distribution, 2 valves per cylinder, air cooled

Cilindrata / Displacement

1.079 cc

Potenza / Power

86 CV (63 kW) @ 7.500 giri/min / 86 hp (63 kW) @ 7,500 rpm

Coppia / Torgue

9,0 kgm (88 Nm) @ 4.750 giri/min / 65 Ib-ft (9.0 kgm, 88 Nm) @ 4,750 rom

Telaio / Frame

Traliccio in tubi di acciaio / Tubular steel Trellis frame

Sospensione anteriore /
Front suspension

Forcella Marzocchi a steli rovesciati @45 mm completamente regolabile / Marzocchi fully adjustable @45 r
usd fork

Pneumatico anteriore /
Front tyre

PirelliMT 60 RS 120/70 ZR18

Sospensione posteriore /
Rear suspension

Progressiva con monoammortizzatore Kayaba regolabile. Forcellone bibraccio in alluminio / Progress
linkage with adjustable Kayaba monoshock, aluminium double-sided swingarm

Pneumatico posteriore /
Rear tyre

Pirelli MT 60 RS 180/55 ZR17

Freno anteriore /
Front brake

2 dischi semiflottanti @320 mm, pinze Brembo monoblocco M4.32 ad attacco radiale a 4 pistoncini, porr
assiale con ABS Cornering Bosch di serie / 2 x @320 mm semi-floating discs, radially mounted Brenr
Monobloc M4.32 callipers, 4-piston, axial pump with Bosch Cornering ABS as standard equipment

Freno posteriore /
Rear brake

Disco @245 mm, pinza flottante a 1 pistone con ABS Cornering Bosch di serie / @245 mm disc, 1-pist
floating calliper with Bosch Cornering ABS as standard equipment

Peso a secco / Dry weight

194 kg / 194 kg (428 Ib)

Peso in ordine di marcia /
Weight in running order

211 kg /211 kg (465 Ib)

Altezza sella / Seat height

810 mm / 810 mm (31.9in)

Capacita serbatoio carburante /
Fuel tank capacity

151/ 15 1 (3.96 US gal)

Equipaggiamento di serie /
Standard equipment

Riding Mode, Power Mode, Ducati Safety Pack (ABS Cornering + Ducati Traction Control DTC), Ride by W
(RbW), Guidaluce a LED, Faro posteriore con tecnologia LED a diffusione, Strumentazione LCD con indicazic
marcia e livello carburante, Serbatoio in acciaio con guance intercambiabili in alluminio, Carter copri cinghie
alluminio lavorato a macchina, Vano sottosella con presa USB / Riding Modes, Power Modes, Ducati Safety Pe
(Cornering ABS + Ducati Traction Control DTC), Ride by Wire (RbW), LED light-guide, LED rear light with diffusi
light, LCD instruments with gear and fuel level indications, Steel tank with interchangeable aluminium side pan:
Machine-finished aluminium belt covers, Under-seat storage compartrment with USB socket

Equipaggiamento Tribute PRO /
Tribute PRO equipment

Ruote a raggi neri, Sella marrone con cucitura dedicata, Manubrio sportivo in alluminio a sezione variak
Specchietti retrovisori tondi, Grafica dedicata su serbatoio e guance / Black spoked wheels, Brown seat v
dedicated lining, Variable section aluminum sporty handlebar, Round rearview mirrors, Custom graphics
tank and side panels

Emissioni e consumi /
Emissions & Consumption*®

@)

TRACTION CONTROL ~ CORNERING ABS

Standard Euro 5 - Emissioni CO, 120 g/km - Consumi 5,2 I/100 km / Euro 5 Standard - CO, Emissic
120 g/km - Consumption 5.2 I/100 km
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*Only for countries where Euro 5 standard applies.



